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SECOND VANE DETAIL

Notesr Al cast Iron parts shall be gray Iron conforming 10 the
requirements of AASHTO M K05, Class 358,
< Bolts, onchor sfuds, wushers and nuts sholl conform fo the
i S - ? requirfements of ASTM A 307 and shall be galvonized occording
g 10 AASHTO M 232,

The grate, frame and downspout Shall be gaivan/zed according
to AASHTO M 1l ond ASTM A 385. Downspoufs located on the
axtarior slda of a palmed steal fascla beam shall be painted with
the finish coat specified 7or the exterior side of the fascia beam.

As on dlfernale, bolts, unchor studs, washers and nuts may be
stainless steel agccording lo Article [006.29(d) of the Standard
Specifications.

Structural stesl weldments of equal sections and of the same
configuration may be subsrifuted for cast iron. Flilet or full
penefration welds shall be used for the weidments. Delalls shall
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340 ) be submitted to the Engineer for approval.
s The ftl,‘onréaclor shall rak; Zp'ropfr;)i:re measures to assure that
- rotective Coal is not appifed to seupper.
SECTION A-A -S-E-QI-ION——Q—-B Cost of the Grale, Frame, Downspout, Anchor Studs, Bofts,
—_——— Washers and Nufs inclkuding complete instoliation of the scupper
See Sheet 6 for scupper location reiative fo parapet. 1 Shall be pald for ot the confract unit price each for Drainage

Scupper, DS-33,
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BOLT HOLE DETAIL DRAINAGE SCUPPERS, DS-33
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